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57 ABSTRACT

A signal path may operate in one of a plurality of gain modes
such that for each gain mode, the product of a digital gain and
an analog signal gain of the signal path associated with the
particular gain mode are approximately equal to a fixed path
gain. During each of one or more calibration phases, a cali-
bration system may measure analog signals at a plurality of
nodes of the first path portion, calculate an actual analog gain
associated with the gain mode based on the analog signals
measured at the plurality of nodes, calculate an error between
the fixed path gain and a mathematical product of the actual
analog gain associated with the gain mode and the digital gain
associated with the gain mode, and modify at least one of the
digital gain and the analog gain associated with the gain mode
in conformity with the error.
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1
SYSTEMS AND METHODS FOR GAIN
CALIBRATION OF AN AUDIO SIGNAL PATH

FIELD OF DISCLOSURE

The present disclosure relates in general to circuits for
audio devices, including without limitation personal audio
devices such as wireless telephones and media players, and
more specifically, to systems and methods for enhancing a
dynamic range of an audio signal path in an audio device
while reducing the existence of audio artifacts when switch-
ing between dynamic range enhancement modes.

BACKGROUND

Personal audio devices, including wireless telephones,
such as mobile/cellular telephones, cordless telephones, mp3
players, and other consumer audio devices, are in widespread
use. Such personal audio devices may include circuitry for
driving a pair of headphones or one or more speakers. Such
circuitry often includes a power amplifier for driving an audio
output signal to headphones or speakers.

One particular characteristic of a personal audio device
which may affect its marketability and desirability is the
dynamic range of its audio output signal. Stated simply, the
dynamic range is the ratio between the largest and smallest
values of the audio output signal. One way to increase
dynamic range is to apply a high gain to the power amplifier.
However, noise present in an audio output signal may be a
generally monotonically increasing function of the gain of
amplifier Al, such that any increased dynamic range as a
result of a high-gain amplifier may be offset by signal noise
which may effectively mask lower-intensity audio signals.

U.S. patent application Ser. No. 14/083,972, filed Nov. 19,
2013, entitled “Enhancement of Dynamic Range of Audio
Signal Path,” and assigned to the applicant (Cirrus Logic,
Inc.) of the present disclosure (the “’972 Application™) dis-
closes methods and systems for enhancing the dynamic range
of'an audio signal path. In the 972 Application, an apparatus
for providing an output signal to an audio transducer includes
an analog signal path portion, a digital-to-analog converter
(DAC), and a control circuit. The analog signal path portion
has an audio input for receiving an analog signal, an audio
output for providing the output signal, and a selectable analog
gain, and may be configured to generate the output signal
based on the analog signal and in conformity with the select-
able analog gain. The DAC has a selectable digital gain and
may be configured to convert a digital audio input signal into
the analog signal in conformity with the selectable digital
gain. The control circuit may be configured to select the
selectable analog gain and select the selectable digital gain in
accordance with one or more gain modes based on a magni-
tude of a signal indicative of the output signal, and may select
the selectable analog gain and select the selectable digital
gain so as to maintain a constant gain through the overall
signal path regardless of the applicable gain mode.

Due to process variations, temperature variations, and/or
other variations, the various analog gains of the analog path
portion which may be selected as the selectable analog gain
may deviate from their desired or ideal values. Accordingly,
unless such variation is accounted for and corrected, the
actual selectable analog gain applied to an audio signal may
differ from that desired, and the overall signal path gain may
not remain constant across the one or more gain modes. In
addition, it may be desirable to account for and correct for
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such variation in a manner that is not detectable (e.g., audibly
perceived) by an end user of a personal audio device.

SUMMARY

In accordance with the teachings of the present disclosure,
one or more disadvantages and problems associated with
existing approaches to maintaining a high dynamic range of
an audio signal path may be reduced or eliminated.

In accordance with embodiments of the present disclosure,
an integrated circuit may include a signal path and a calibra-
tion system. The signal path may include a first path portion
and a second path portion. The first path portion may include
an amplifier having an audio input for receiving an analog
input signal, an audio output for providing an output signal,
and an analog gain selected from a plurality of analog gains in
accordance with a gain mode, and configured to generate the
output signal based on the analog input signal and in confor-
mity with the analog gain. The second path portion may have
a digital gain selected from a plurality of digital gains in
accordance with the gain mode and configured to convert a
digital audio input signal into the analog input signal in con-
formity with the digital gain. The gain mode may be selected
from a plurality of gain modes such that for each particular
gain mode of the plurality of gain modes, the product of the
digital gain associated with the particular gain mode and the
analog signal gain associated with the particular gain mode
are approximately equal to a fixed path gain. The calibration
system may be configured to, during each of one or more
calibration phases of the signal path and for each of one or
more of the gain modes, measure analog signals at a plurality
of nodes of the first path portion, calculate an actual analog
gain associated with the gain mode based on the analog sig-
nals measured at the plurality of nodes, calculate an error
between the fixed path gain and a mathematical product of the
actual analog gain associated with the gain mode and the
digital gain associated with the gain mode, and modify at least
one of the digital gain and the analog gain associated with the
gain mode in conformity with the error.

In accordance with these and other embodiments of the
present disclosure, a method for calibrating a signal path may
be provided. The signal path may include a first path portion
comprising an amplifier having an audio input for receiving
an analog input signal, an audio output for providing an
output signal, and an analog gain selected from a plurality of
analog gains in accordance with a gain mode, and configured
to generate the output signal based on the analog input signal
and in conformity with the analog gain. The signal path may
further comprise a second path portion having a digital gain
selected from a plurality of digital gains in accordance with
the gain mode and configured to convert a digital audio input
signal into the analog input signal in conformity with the
digital gain. The gain mode may be selected from a plurality
of gain modes such that for each particular gain mode of the
plurality of gain modes, the product of the digital gain asso-
ciated with the particular gain mode and the analog signal
gain associated with the particular gain mode are approxi-
mately equal to a fixed path gain. The method may include,
during each of one or more calibration phases of the signal
path, measuring analog signals at a plurality of nodes of the
first path portion, calculating an actual analog gain associated
with the gain mode based on the analog signals measured at
the plurality of nodes, calculating an error between the fixed
path gain and a mathematical product of the actual analog
gain associated with the gain mode and the digital gain asso-
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ciated with the gain mode, and modifying at least one of the
digital gain and the analog gain associated with the gain mode
in conformity with the error.

In accordance with these and other embodiments of the
present disclosure, a personal audio device may include an
audio transducer, a signal path, and a calibration system. The
audio transducer may be configured to generate sound in
accordance with an output signal received by the audio trans-
ducer. The signal path may be coupled to the audio transducer,
and may comprise a first path portion and a second path
portion. The first path portion may include an amplifier hav-
ing an audio input for receiving an analog input signal, an
audio output for providing the output signal, and an analog
gain selected from a plurality of analog gains in accordance
with a gain mode, and configured to generate the output signal
based on the analog input signal and in conformity with the
analog gain. The second path portion may have a digital gain
selected from a plurality of digital gains in accordance with
the gain mode and configured to convert a digital audio input
signal into the analog input signal in conformity with the
digital gain. The gain mode may be selected from a plurality
of gain modes such that for each particular gain mode of the
plurality of gain modes, the product of the digital gain asso-
ciated with the particular gain mode and the analog signal
gain associated with the particular gain mode are approxi-
mately equal to a fixed path gain. The calibration system may
be configured to, during each of one or more calibration
phases of the signal path and for each of one or more of the
gain modes, measure analog signals at a plurality of nodes of
the first path portion, calculate an actual analog gain associ-
ated with the gain mode based on the analog signals measured
at the plurality of nodes, calculate an error between the fixed
path gain and a mathematical product of the actual analog
gain associated with the gain mode and the digital gain asso-
ciated with the gain mode, modify at least one of the digital
gain and the analog gain associated with the gain mode in
conformity with the error.

Technical advantages of the present disclosure may be
readily apparent to one skilled in the art from the figures,
description and claims included herein. The objects and
advantages of the embodiments will be realized and achieved
at least by the elements, features, and combinations particu-
larly pointed out in the claims.

It is to be understood that both the foregoing general
description and the following detailed description are
examples and explanatory and are not restrictive of the claims
set forth in this disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete understanding of the present embodi-
ments and advantages thereof may be acquired by referring to
the following description taken in conjunction with the
accompanying drawings, in which like reference numbers
indicate like features, and wherein:

FIG. 1 is an illustration of an example personal audio
device, in accordance with embodiments of the present dis-
closure;

FIG. 2 is a block diagram of selected components of an
example audio integrated circuit of a personal audio device, in
accordance with embodiments of the present disclosure;

FIG. 3 is a block diagram of selected components of a gain
control circuit for use within the audio integrated circuit
depicted in FIG. 2, and selected components of an audio
integrated circuit which may be coupled to the gain control
circuit, in accordance with embodiments of the present dis-
closure; and
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FIG. 4 illustrates a flow chart of an example method for
gain calibration of an audio signal path, in accordance with
embodiments of the present disclosure.

DETAILED DESCRIPTION

In accordance with embodiments of the present disclosure,
an integrated circuit for use in an audio device, such as a
personal audio device (e.g., mobile telephone, portable music
player, tablet computer, personal digital assistant, etc.), may
include a signal path having a digital path portion (e.g., an
audio compressor) and an analog path portion (e.g., an audio
expander). The digital path portion may be configured to
receive a digital input signal (e.g., a digital audio signal),
apply a selectable digital gain x to the digital input signal, and
convert the digital input signal (e.g., via a digital-to-analog
converter) to an analog signal in conformity with the select-
able digital gain. The analog path portion may be configured
to receive the analog signal and apply (e.g., by an analog
amplifier) a selectable analog gain k/x to the analog signal to
generate an output signal, wherein said output signal may be
communicated to a loudspeaker for playback and/or to other
circuitry for processing. The numerator k of the selectable
analog gain may be a constant defining an overall cumulative
gain of the signal path. A control circuit coupled to the signal
path may be capable of modifying the selectable digital gain
and the selectable analog gain, for example to maximize a
dynamic range of the signal path. For example, based on
analysis of the output signal or another signal within the
signal path indicative of the output signal, the control circuit
may select a value for the selectable digital gain and a corre-
sponding value for the selectable analog gain. Thus, for lower
magnitudes of the output signal, the control circuit may select
a higher selectable digital gain and a lower selectable analog
gain, and for higher magnitudes of the output signal, the
control circuit may select a lower selectable digital gain and a
higher selectable analog gain. Such selectable gains may
allow a signal path to increase its dynamic range to lower-
magnitude signals, while preventing undesirable effects such
as signal clipping for higher-magnitude signals. In operation,
the control circuit may also be configured to predict, based on
a magnitude of a signal indicative of the output signal, a
condition for changing the selectable digital gain and the
selectable analog gain, and responsive to predicting the
occurrence of the condition, change, at an approximate time
in which a zero crossing of the signal indicative of the output
signal occurs, the selectable digital gain and the selectable
analog gain.

The integrated circuit described above may be used in any
suitable system, device, or apparatus, including without limi-
tation, a personal audio device. FIG. 1 is an illustration of an
example personal audio device 1, in accordance with embodi-
ments of the present disclosure. FIG. 1 depicts personal audio
device 1 coupled to a headset 3 in the form of a pair of earbud
speakers 8A and 8B. Headset 3 depicted in FIG. 1is merely an
example, and it is understood that personal audio device 1
may beused in connection with a variety of audio transducers,
including without limitation, headphones, earbuds, in-ear
earphones, and external speakers. A plug 4 may provide for
connection of headset 3 to an electrical terminal of personal
audio device 1. Personal audio device 1 may provide a display
to a user and receive user input using a touch screen 2, or
alternatively, a standard liquid crystal display (LCD) may be
combined with various buttons, sliders, and/or dials disposed
on the face and/or sides of personal audio device 1. As also
shown in FIG. 1, personal audio device 1 may include an
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audio integrated circuit (IC) 9 for generating an analog audio
signal for transmission to headset 3 and/or another audio
transducer.

FIG. 2 is a block diagram of selected components of an
example audio IC 9 of a personal audio device, in accordance
with embodiments of the present disclosure. As shown in
FIG. 2, a microcontroller core 18 may supply a digital audio
input signal DIG_IN to a gain element 12 to apply a selectable
digital gain x selected by gain control circuit 20 to the digital
input signal DIG_IN. The amplified digital audio input signal
may be communicated to a digital-to-analog converter (DAC)
14, which may convert the digital audio input signal to an
analog signal V. Together, gain element 12 and DAC 14
may bereferred to herein as a digital path portion of the signal
path from the input node for digital audio input signal
DIG_IN to the output node for output voltage signal V .-
depicted in FIG. 2. In the relevant art, gain element 12 and
DAC 14 may sometimes be referred to as an audio compres-
sor.

DAC 14 may supply analog signal V,,,to an amplifier stage
16 which may amplify or attenuate audio input signal V., in
conformity with a selectable analog gain k/x to provide an
audio output signal V., which may operate a speaker,
headphone transducer, a line level signal output, and/or other
suitable output. Amplifier stage 16 may be referred to herein
as an analog path portion of the signal path from the input
node for digital audio input signal DIG_IN to the output node
for output voltage signal V., depicted in FIG. 2. In the
relevant art, amplifier stage 16 may sometimes be referred to
as an audio expander. A capacitor CO may be utilized to
couple the output signal to the transducer or line level output,
particularly if amplifier stage 16 is operated from a unipolar
power supply having a quiescent voltage substantially differ-
ing from ground. A power supply 10 may provide the power
supply rail inputs of amplifier stage 16.

As shown in FIG. 2, audio IC 9 may include a gain control
circuit 20 configured to, based on digital audio input signal
DIG_IN, control selectable digital gain x of gain element 12
and a selectable analog gain k/x of amplifier stage 16. In
embodiments in which a volume control is present, a volume
control signal may be provided from a microcontroller
(which may or may not be microcontroller core 18) or other
digital control circuit responsive to a user interface, volume
knob encoder or program command, or other suitable mecha-
nism.

As an example of the dynamic range enhancement func-
tionality of audio IC 9, when digital audio input signal
DIG_IN is at or near zero decibels (0 dB) relative to the
full-scale voltage of the digital audio input signal, gain con-
trol circuit 20 may select a first digital gain (e.g., x,) for the
selectable digital gain and a first analog gain (e.g., k/x,) for
the selectable analog gain. However, if the magnitude of
digital audio input signal DIG_IN is below a particular pre-
determined threshold magnitude relative to the full-scale
voltage of digital audio input signal DIG_IN (e.g., —20 dB),
gain control circuit 20 may select a second digital gain (e.g.,
X,) greater than the first digital gain (e.g., x,>%,) for the
selectable digital gain and a second analog gain (e.g., k/x,)
lesser than the second analog gain (e.g., k/x,<k/x,) for the
selectable analog gain. In each case, the cumulative fixed path
gain (e.g., k) of the selectable digital gain and the selectable
analog gain may be substantially constant (e.g., the same
within manufacturing and/or operating tolerances ofaudio IC
9). In some embodiments, k may be approximately equal to 1,
such that the cumulative path gain is a unity gain. Such
modification of digital gain and analog gain may increase the
dynamic range of audio IC 9 compared to approaches in
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which the digital gain and analog gain are static, as it may
reduce the noise injected into audio output signal V.
which noise may be a generally monotonically increasing
function of the analog gain of amplifier stage 16. While such
noise may be negligible for higher magnitude audio signals
(e.g., at or near 0 dB relative to full-scale voltage), the pres-
ence of such noise may become noticeable for lower magni-
tude audio signals (e.g., at or near —20 dB or lower relative to
full-scale voltage). By applying a smaller analog gain at
amplifier stage 16 for smaller signal magnitudes, the amount
of noise injected into audio output signal V.., may be
reduced, while the signal level of audio output signal V5.
may be maintained in accordance with the digital audio input
signal DIG_IN through application of a digital gain to gain
element 12 inversely proportional to the analog gain.

FIG. 3 is a block diagram of selected components of an
example gain control circuit 20 for use within audio IC 9, and
selected components of audio IC 9 which may be coupled to
gain control circuit 20, in accordance with embodiments of
the present disclosure. As shown in FIG. 3, gain control
circuit 20 may include a level detection circuit42, a compara-
tor block 46, a signal tracking block 47, a zero-cross detection
circuit 48, a glitch correction circuit 44, a gain calibration
circuit 52, an offset calibration circuit 54, and a gain control
state machine 50. Level detection circuit 42 may include any
suitable system, device, or apparatus for receiving digital
audio input signal DIG_IN (or a derivative thereof), deter-
mining a magnitude of such signal, and outputting a signal
indicative of such magnitude. Comparator block 46 may
compare the output signal of level detection circuit 42 with N
predetermined threshold magnitudes, wherein N is a positive
integer, and based on such comparison, outputa signal COM-
P_OUT (which may comprise N bits) indicative of whether
the desired magnitude of audio output signal V ,,,,is greater
or lesser than each of such predetermined threshold magni-
tudes. In some embodiments, such predetermined threshold
magnitudes may be relative to a full-scale voltage of digital
audio input signal DIG_IN and/or audio output signal V 5,
In some embodiments, comparator block 46 may implement
hysteresis, such that signal COMP_OUT or a bit thereof may
only transition if the output signal of level detection block 42
remains above or below a predetermined threshold magnitude
for aminimum duration oftime (e.g., 0.1 seconds to place any
switching artifacts outside the human-perceptible audio
range).

Zero-cross detection circuit 48 may include any suitable
system, device, or apparatus for detecting the occurrence of a
zero crossing of digital audio input signal DIG_IN (or a
derivative thereof) and outputting a signal ZERO_DETECT
indicating that a zero crossing of such signal has occurred. A
zero crossing of a signal may occur when the waveform of
such signal crosses a magnitude of zero or crosses another
level within a threshold of zero and indicative of a zero
crossing (e.g., a low signal level of lower than -70 dB or
within a small number of least significant bits of zero).

Signal tracking block 47 may comprise any suitable sys-
tem, device, or apparatus for tracking a particular parameter
of'an audio signal, including without limitation a plurality of
peaks of such audio signal and/or a signal envelope of such
audio signal, and based thereon, generating an output signal
TRACKING indicative of such tracked parameter.

Glitch correction circuit 44 may comprise any suitable
system, device, or apparatus for correcting for a latency or
group delay between the output of gain element 12 and the
input of amplifier stage 16. Such glitch correction may
account for a change of the selectable digital gain of gain
element 12 which requires a latency to propagate to amplifier
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stage 16 where a corresponding selectable analog gain may be
applied. Without such correction, the latency of group delay
may cause audio artifacts to appear at the output of the signal
path. Accordingly, as shown in FIG. 3, glitch correction cir-
cuit 44 may receive analog input signal V,, and the digital
audio input signal DIG_IN to determine a latency between
such signals and/or a transient response of the signal path
between digital audio input signal DIG_IN and analog input
signal V5, and based thereon, generate and communicate to
gain control state machine 50 a signal GLITCH indicative of
such latency and/or transient response. Based on signal
GLITCH, gain control state machine 50 may control the
application of selectable digital gain x of gain element 12 and
a selectable analog gain k/x of amplifier stage 16 in order to
reduce or eliminate glitches caused by such latency and/or
transient response. In some embodiments, glitch correction
circuit 44 may have structure and/or functionality identical or
similar to that disclosed in U.S. patent application Ser. No.
14/483,659, filed Sep. 11, 2014, entitled “Systems and Meth-
ods for Reduction of Audio Artifacts in an Audio System with
Dynamic Range Enhancement,” and assigned to the applicant
(Cirrus Logic, Inc.) of the present disclosure.

Gain calibration circuit 52 may comprise any suitable sys-
tem, device, or apparatus for correcting for a non-ideal gain of
amplifier stage 16. To illustrate, amplifier stage 16 may com-
prise an operational amplifier 22 and a plurality of resistors 28
(e.g., 28A-28D) such that the selectable analog gain is set by
the resistances R |, R, R;, and R, of resistors 28A, 28B, 28C,
and 28D, respectively. For example, in the embodiments rep-
resented by FIG. 3, resistor 28B may have a variable resis-
tance R,. In such embodiments, resistor 28B may comprise a
switched resistor network comprising a resistor string having
aplurality of taps each coupled to a corresponding switch. To
apply a desired selectable analog gain to amplifier stage 16,
such switches may be selectively opened and closed to create
an effective resistance R, between a negative input of opera-
tional amplifier 22 and the output of operational amplifier 22,
wherein the selectable analog gain of operational amplifier 22
is based on such effective resistance R,. Although FIG. 3
depicts a particular architecture for providing analog gain of
amplifier stage 16, other suitable architectures may be applied
in accordance with this disclosure.

Due to non-idealities of amplifier stage 16 (e.g., tempera-
ture variations, process tolerances, etc.), an actual gain of
amplifier stage 16 may differ from that of a desired level of
gain determined by gain control state machine 50 and/or an
ideal gain calculated based on nominal values of resistances
R,, R,, R;, and R,. Accordingly, gain calibration circuit 52
may determine the actual gain of amplifier stage 16 and
output a signal GAIN_CAL indicative of such actual gain,
and gain control state machine 50 may correct for non-ide-
alities in selecting the selectable digital gain, as described in
greater detail below with reference to FIG. 4.

Offset calibration circuit 54 may comprise any suitable
system, device, or apparatus for correcting for an offset of
amplifier stage 16. To illustrate, operational amplifier 22 may
include, due to non-idealities of amplifier stage 16 (e.g., tem-
perature variations, process tolerances, etc.), a slight offset 26
from a desired ground or common mode voltage associated
with amplifier stage 16, which may affect signal outputV 5,
Accordingly, offset calibration circuit 54 may determine the
offset 26 of amplifier stage 16 and output a signal OFF-
SET_CAL, which may be communicated to an offset block
32 of DAC 14 such that DAC 14 may correct for such analog
offset.

Gain control state machine 50 may receive signals COM-
P_OUT, TRACKING, ZERO_DETECT, GLITCH, and/or
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GAIN_CAL and based on one or more of such signals, gen-
eratethe selectable digital gain and the selectable analog gain,
as described in greater detail elsewhere in this disclosure. For
example, when the magnitude of digital audio input signal
DIG_IN transitions from above to below a predetermined
threshold magnitude (e.g., =24 dB), signal COMP_OUT may
indicate such transition and in response, gain control state
machine 50 may wait until the occurrence of a zero crossing
(as indicated by signal ZERO_DETECT), after which it may
cause DAC 14 to increase the selectable digital gain and
decrease the selectable audio gain in a similar amount. By
changing the selectable digital gain and the selectable audio
gain at a zero crossing of digital audio input signal DIG_IN
(or a derivative thereof), the change and any auditory artifacts
associated with the change may be masked and therefore be
unnoticeable or less noticeable to a listener of an audio device
including audio IC 9.

As another example, when the sum of the magnitude of
digital audio input signal DIG_IN transitions from below to
above a predetermined threshold magnitude (e.g., —24 dB),
signal COMP_OUT may indicate such transition, and in
response gain control state machine 50 may cause DAC 14 to
decrease the selectable digital gain and increase the selectable
analog gain in a similar amount. However, when transitioning
to lower digital gain mode, it may not be desirable to wait for
a zero cross of the output signal, as a transition from below to
above the predetermined threshold magnitude may almost
immediately lead to clipping of the audio signal. Accordingly,
it may be desirable to predict whether the magnitude of digital
audio input signal DIG_IN is likely to cross such predeter-
mined threshold and switch the selectable digital gain and the
selectable analog gain responsive to such prediction at a zero
crossing event of the digital audio input signal DIG_IN occur-
ring before crossing of the predetermined threshold by the
digital audio input signal DIG_IN. By applying such predic-
tive techniques, gain control block 20 may facilitate switch-
ing between gain modes to increase dynamic range while
reducing audio artifacts.

FIG. 4 illustrates a flow chart of an example method 60 for
gain calibration of an audio signal path, in accordance with
embodiments of the present disclosure. According to one
embodiment, method 60 may begin at step 62. As noted
above, teachings of the present disclosure may be imple-
mented in a variety of configurations of audio IC 9. As such,
the preferred initialization point for method 60 and the order
of' the steps comprising method 60 may depend on the imple-
mentation chosen.

At step 62, gain control circuit 20 may enter a calibration
phase. In some embodiments, one or more calibration phases
may occur during factory testing of a signal path, audio IC 9
on which the signal path is located, and/or a device (e.g.,
personal audio device 1) comprising the signal path. In these
and other embodiments, one or more calibration phases may
occur after use of a device (e.g., personal audio device 1) by
an end user of the device. For example, a calibration phase
may occur during a powering on of one or more components
of' the signal path, a powering off of one or more components
of the signal path, a reset of one or more components of the
signal path, a coupling of a load to the amplifier, a decoupling
of a load from the amplifier, and a calibration operation
responsive to a user request to calibrate.

At step 64, responsive to entering the calibration phase,
gain calibration circuit 52 may assert a signal CAL._PHASE
that activates a switch 29 to couple the audio output of ampli-
fier stage 16 to a ground voltage during the calibration phase.
By coupling the audio output to the ground voltage, the cali-
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bration operations that follow in the steps below may be
audibly imperceptible to a listener of personal audio device 1.

At step 66, gain calibration circuit 52 may, for each of one
or more gain modes of the signal path, measure an actual
analog gain associated with the gain mode. In some embodi-
ments, gain calibration circuit 52 may measure the actual
analog gain by measuring analog input signal V,; and the
inputs of operational amplifier 22. As shown in FIG. 3, in
embodiments in which amplifier stage 16 has differential
input, analog input signal V,, may be equal to the difference
between a positive polarity voltage V" and a negative polar-
ity voltage V. The inputs of operational amplifier 22 may
have a voltage V" at the negative input node of operational
amplifier 22 and a voltage V™ at the positive input node of
operational amplifier 22. With the analog output of amplifier
stage 16 coupled to a ground voltage and disabled and/or
powered down, the following equations may represent the
relationships among the differential analog input voltages of
the voltages present at the input nodes of operational ampli-
fier 22:

VE=[Ro/(R1+Ry)IxVin* (eq- 1)

V" =[Ry/(Rs+Ra)IxVin~ (eq. 2)

Output signal V5, (when the analog output of amplifier
stage 16 is not coupled to a ground voltage via switch 29) may
be given by:

V00105 Vin{Ra/ (R +R ) J(1+R/R )+0.5V ;5 (Ro/R ) (eq. 3)

Dividing each side of equation 3 by V,,, and substituting
equation 2, the gain of amplifier stage 16 may be given by:

Vour V=03V /Vin J(1+Ry/R )+0.5[1-(1+Ro/R, )] (eq. 4)
In accordance with equation 1:
(+R/R )=V T (V™= V") (eq. 5)
Substituting equation 5 into equation 4:
Vour V=03V Vi Vi (Vi =V )1+0.5{1~
(Vi =V} (eq. 6)

Thus, the actual analog gain of amplifier stage 16 may be
calculated in accordance with equation 6 by measuring ana-
log input signal V ,,and the inputs of operational amplifier 22.

In some embodiments, gain calibration circuit 52 may
include an analog-to-digital converter for converting analog
measurements of analog input signal V,; and analog signals
V*and V™~ present at the inputs of operational amplifier 22 to
digital representations of such signals. Gain calibration cir-
cuit 52 may then calculate the actual analog gain of amplifier
stage 16 associated with the given gain mode based on the
digital representations of analog input signal V,, and analog
signals V* and V™ present at the inputs of operational ampli-
fier 22.

In other embodiments, the actual analog gain may be cal-
culated by measuring analog input signal V,, and audio out-
putsignal V 5, ., without clamping the audio output of ampli-
fier stage 16.

At step 68, for each of the one or more gain modes, gain
calibration circuit 52 may calculate an error between the
cumulative fixed path gain ofthe signal path and a mathemati-
cal product of the actual analog gain associated with the gain
mode and the digital gain associated with the gain mode, and
communicate such error to gain control state machine 50.

At step 70, for each of the one or more gain modes, gain
control state machine 50 may modity the digital gain associ-
ated with the gain mode in conformity with the error. For
example, if an actual analog gain is such that the product of
the actual analog gain and digital gain associated with a gain
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mode is ten percent higher than the desired cumulative fixed
path gain of the signal path, gain control state machine 50 may
reduce the digital gain associated with the gain mode by ten
percent. In these and other embodiments, gain control state
machine 50 may modify the analog gain associated with the
gain mode in conformity with the error to maintain the desired
cumulative fixed path gain of the signal path.

At step 72, after a period of time or the occurrence of some
event, the calibration phase may end, and gain calibration
circuit 52 may deactivate switch 29 such that the analog
output of amplifier stage 16 is decoupled from the ground
voltage. After step 72, method 60 may end.

Although FIG. 4 discloses a particular number of steps to
be taken with respect to method 60, method 60 may be
executed with greater or fewer steps than those depicted in
FIG. 4. In addition, although FIG. 4 discloses a certain order
of steps to be taken with respect to method 60, the steps
comprising method 60 may be completed in any suitable
order.

Method 60 may be implemented using gain control circuit
20 or any other system operable to implement method 60. In
some embodiments, method 60 may be implemented par-
tially or fully in software and/or firmware embodied in com-
puter-readable media.

Among the advantages of the methods and systems
described above are that they may provide a mechanism
whereby an analog gain of amplifier stage 16 may be calcu-
lated and the audio signal path may be calibrated without the
calibration operation being audibly perceptible to a user of
personal audio device 1. Using traditional approaches to
determining analog gain, one may measure an output of an
amplifier stage, meaning the measured value may be percep-
tible to a listener. However, using the methods and systems
disclosed herein, the output of the amplifier stage is disre-
garded, and signals at other nodes of the amplifier stage may
be used to indirectly estimate an analog gain for the amplifier
stage.

This disclosure encompasses all changes, substitutions,
variations, alterations, and modifications to the exemplary
embodiments herein that a person having ordinary skill in the
art would comprehend. Similarly, where appropriate, the
appended claims encompass all changes, substitutions, varia-
tions, alterations, and modifications to the exemplary
embodiments herein that a person having ordinary skill in the
art would comprehend. Moreover, reference in the appended
claims to an apparatus or system or a component of an appa-
ratus or system being adapted to, arranged to, capable of,
configured to, enabled to, operable to, or operative to perform
a particular function encompasses that apparatus, system, or
component, whether or not it or that particular function is
activated, turned on, or unlocked, as long as that apparatus,
system, or component is so adapted, arranged, capable, con-
figured, enabled, operable, or operative.

All examples and conditional language recited herein are
intended for pedagogical objects to aid the reader in under-
standing the invention and the concepts contributed by the
inventor to furthering the art, and are construed as being
without limitation to such specifically recited examples and
conditions. Although embodiments of the present inventions
have been described in detail, it should be understood that
various changes, substitutions, and alterations could be made
hereto without departing from the spirit and scope of the
disclosure.
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What is claimed is:

1. An integrated circuit, comprising:

a signal path comprising:

a first path portion comprising an amplifier having an
audio input for receiving an analog input signal, an
audio output for providing an output signal, and an
analog gain selected from a plurality of analog gains
in accordance with a gain mode, and configured to
generate the output signal based on the analog input
signal and in conformity with the analog gain; and

a second path portion having a digital gain selected from
aplurality of digital gains in accordance with the gain
mode and configured to convert a digital audio input
signal into the analog input signal in conformity with
the digital gain;

wherein the gain mode is selected from a plurality of
gain modes such that for each particular gain mode of
the plurality of gain modes, the product of the digital
gain associated with the particular gain mode and the
analog signal gain associated with the particular gain
mode are approximately equal to a fixed path gain;
and

a calibration system configured to, during each of one or

more calibration phases of the signal path, for each of

one or more of the gain modes:

measure analog signals at a plurality of nodes of the first
path portion;

calculate an actual analog gain associated with the gain
mode based on the analog signals measured at the
plurality of nodes;

calculate an error between the fixed path gain and a
mathematical product of the actual analog gain asso-
ciated with the gain mode and the digital gain associ-
ated with the gain mode; and

modify atleast one of the digital gain and the analog gain
associated with the gain mode in conformity with the
error.

2. The integrated circuit of claim 1, wherein:

the calibration circuit is further configured to, during each

of one or more calibration phases of the signal path,

clamp the audio output to a ground voltage; and

wherein the analog signals comprise signals present at
inputs of an operational amplifier integral to the ampli-
fier.

3. The integrated circuit of claim 2, further wherein the
calibration system calculates the actual analog gain associ-
ated with the gain mode by:

converting analog measurements of the analog input signal

and the analog signals present at inputs of the opera-

tional amplifier to digital representations of the analog
input signal and the analog signals present at inputs of
the operational amplifier; and

calculating the actual analog gain associated with the gain

mode based on the digital representations of the analog

input signal and the analog signals present at inputs of
the operational amplifier.

4. The integrated circuit of claim 3, wherein the integrated
circuit further comprises an analog-to-digital converter to
convert analog measurements of the analog input signal and
the analog signals present at inputs of the operational ampli-
fier to digital representations of the analog input signal and
the analog signals present at inputs of the operational ampli-
fier.

5. The integrated circuit of claim 1, wherein one of the
calibration phases occurs during factory testing of the signal
path.
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6. The integrated circuit of claim 5, wherein another one of
the calibration phases occurs after use of a device comprising
the signal path by an end user of the device.

7. The integrated circuit of claim 1, wherein at least one of
the calibration phases occurs during one of: a powering on of
one or more components of the signal path, a powering off of
one or more components of the signal path, a reset of one or
more components of the signal path, a coupling of a load to
the amplifier, a decoupling of a load from the amplifier, and a
calibration operation responsive to a user request to calibrate.

8. The integrated circuit of claim 1, wherein the analog
signals comprise the analog input signal generated by the
second path portion and the audio output signal.

9. A method for calibrating a signal path, wherein the signal
path comprises a first path portion comprising an amplifier
having an audio input for receiving an analog input signal, an
audio output for providing an output signal, and an analog
gain selected from a plurality of analog gains in accordance
with a gain mode, and configured to generate the output signal
based on the analog input signal and in conformity with the
analog gain, wherein the signal path further comprises a sec-
ond path portion having a digital gain selected from a plural-
ity of digital gains in accordance with the gain mode and
configured to convert a digital audio input signal into the
analog input signal in conformity with the digital gain, and
wherein the gain mode is selected from a plurality of gain
modes such that for each particular gain mode of the plurality
of gain modes, the product of the digital gain associated with
the particular gain mode and the analog signal gain associated
with the particular gain mode are approximately equal to a
fixed path gain, wherein the method comprises, during each
of one or more calibration phases of the signal path and for
each of one or more of the gain modes:

measuring analog signals at a plurality of nodes of the first

path portion;

calculating an actual analog gain associated with the gain

mode based on the analog signals measured at the plu-
rality of nodes;

calculating an error between the fixed path gain and a

mathematical product of the actual analog gain associ-
ated with the gain mode and the digital gain associated
with the gain mode; and

modifying at least one of the digital gain and the analog

gain associated with the gain mode in conformity with
the error.

10. The method of claim 9, further comprising, during each
of'one or more calibration phases of the signal path, clamping
the audio output to a ground voltage, and wherein the analog
signals comprise signals present at inputs of an operational
amplifier integral to the amplifier.

11. The method of claim 10, wherein measuring the actual
analog gain associated with the gain mode comprises:

converting analog measurements of the analog input signal

and the analog signals present at inputs of the opera-
tional amplifier to digital representations of the analog
input signal and the analog signals present at inputs of
the operational amplifier; and

calculating the actual analog gain associated with the gain

mode based on the digital representations of the analog
input signal and the analog signals present at inputs of
the operational amplifier.

12. The method of claim 11, wherein converting analog
measurements of the analog input signal and the analog sig-
nals present at inputs of the operational amplifier to digital
representations of the analog input signal and the analog
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signals present at inputs of the operational amplifier com-
prises converting the analog measurements with an analog-
to-digital converter.

13. The method of claim 9, wherein one of the calibration
phases occurs during factory testing of the signal path.

14. The method of claim 13, wherein another one of the
calibration phases occurs after use of a device comprising the
signal path by an end user of the device.

15. The method of claim 9, wherein at least one of the
calibration phases occurs during one of: a powering on of one
or more components of the signal path, a powering off of one
or more components of the signal path, a reset of one or more
components of the signal path, a coupling of a load to the
amplifier, a decoupling of a load from the amplifier, and a
calibration operation responsive to a user request to calibrate.

16. The method of claim 9, wherein the analog signals
comprise the analog input signal generated by the second path
portion and the audio output signal.

17. A personal audio device comprising:

an audio transducer configured to generate sound in accor-

dance with an output signal received by the audio trans-

ducer;

a signal path coupled to the audio transducer, wherein the

signal path comprises:

a first path portion comprising an amplifier having an
audio input for receiving an analog input signal, an
audio output for providing the output signal, and an
analog gain selected from a plurality of analog gains
in accordance with a gain mode, and configured to
generate the output signal based on the analog input
signal and in conformity with the analog gain; and

a second path portion having a digital gain selected from
aplurality of digital gains in accordance with the gain
mode and configured to convert a digital audio input
signal into the analog input signal in conformity with
the digital gain;

wherein the gain mode is selected from a plurality of
gain modes such that for each particular gain mode of
the plurality of gain modes, the product of the digital
gain associated with the particular gain mode and the
analog signal gain associated with the particular gain
mode are approximately equal to a fixed path gain;
and

a calibration system configured to, during each of one or

more calibration phases of the signal path, for each of

one or more of the gain modes:

measure analog signals at a plurality of nodes of the first
path portion;

calculate an actual analog gain associated with the gain
mode based on the analog signals measured at the
plurality of nodes;
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calculate an error between the fixed path gain and a
mathematical product of the actual analog gain asso-
ciated with the gain mode and the digital gain associ-
ated with the gain mode; and

modify at least one of the digital gain and the analog gain
associated with the gain mode in conformity with the
error.

18. The personal audio device of claim 17, wherein:

the calibration circuit is further configured to, during each

of one or more calibration phases of the signal path,

clamp the audio output to a ground voltage; and

wherein the analog signals comprise signals present at
inputs of an operational amplifier integral to the ampli-
fier.

19. The personal audio device of claim 18, further wherein
the calibration system measures the actual analog gain asso-
ciated with the gain mode by:

converting analog measurements of the analog input signal

and the analog signals present at inputs of the opera-

tional amplifier to digital representations of the analog
input signal and the analog signals present at inputs of
the operational amplifier; and

calculating the actual analog gain associated with the gain

mode based on the digital representations of the analog

input signal and the analog signals present at inputs of
the operational amplifier.

20. The personal audio device of claim 19, wherein the
integrated circuit further comprises an analog-to-digital con-
verter to convert analog measurements of the analog input
signal and the analog signals present at inputs of the opera-
tional amplifier to digital representations of the analog input
signal and the analog signals present at inputs of the opera-
tional amplifier.

21. The personal audio device of claim 17, wherein one of
the calibration phases occurs during factory testing of the
signal path.

22. The personal audio device of claim 21, wherein another
one of the calibration phases occurs after use of the personal
audio device by an end user of the personal audio device.

23. The personal audio device of claim 17, wherein at least
one ofthe calibration phases occurs during one of: a powering
on of one or more components of the signal path, a powering
off of one or more components of the signal path, a reset of
one or more components of the signal path, a coupling of a
load to the amplifier, a decoupling of a load from the ampli-
fier, and a calibration operation responsive to a user request to
calibrate.

24. The personal audio device of claim 17, wherein the
analog signals comprise the analog input signal generated by
the second path portion and the audio output signal.
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